Two Button
Walker

Andador de dos botones/
Déambulateur pliant a deux boutons
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TWO BUTTON WALKER DIAGRAM

Andador de dos Botones/Déambulateur Pliant & Deux Boutons

Walker Parts
Included:

4 Leg Extenders
seeee

LA

WKAAN2B, WKSAN2B,
WKAJN2B, WKSIN2B

2 Leg Extenders + 2 Leg
Extenders w/Wheels

i

WKAAW2B, WKSAW2B,
WKAJW2B, WKSJW2B

WEIGHT CAPACITY:
300 Ib (136 kg) (WKAAN2B, WKAAW?2B,
WKAJN2B, WKAJW2B)
350 Ib (159 kg) (WKSAN2B, WKSAW2B,
WKSJN2B, WKSJW2B)
Capacidad de peso / Capacité de poids

English Espaiiol Francais

1 Contoured hand Empufiaduras Poignées profilées
grips contorneadas

VAN Push button Botén Goupille-poussoir

3 Height adjustable Patas de altura Pattes a hauteur
legs regulable ajustable

B Glide leg tips* Puntas de la pata* Embouts*

5 Height adjustable Ruedas delanteras Roues avant a hauteur
front wheels* de altura regulable* | ajustable*

* The height adjustable front wheels and glide leg tips are included with
Item #'s WKAAW2B, WKSAW2B, WKAJW2B, and WKSJW2B

* Les roues avant a hauteur ajustable et les embouts de glissement sont
compris avec les modéles # WKAAW2B, WKSAW2B, WKAJW2B et
WKSJW2B

* Las ruedas delanteras de altura regulable y las puntas deslizantes
se incluyen con los articulos # WKAAW2B, WKSAW2B, WKAJW2B y
WKSJW2B
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Congratulations on purchasing a quality ProBasics®

Two Button Walker. Our two button walkers are lightweight
and conveniently provide stability and balance in your daily
activities. Please be sure to read these instructions and
warnings thoroughly and follow the instructions of your
healthcare provider to maximize the walker’s benefits and
your safety.

DO NOT ATTEMPT TO ADJUST OR OPERATE
THIS WALKER WITHOUT READING ALL
INSTRUCTIONS CAREFULLY.

ASSEMBLY INSTRUCTIONS

Remove all packaging including tape, cardboard and
plastic before use. Lay out all the pieces and make sure to
inspect them prior to assembly. If any parts are missing
or damaged, DO NOT attempt to assemble the walker.
Contact your distributor immediately.

NOTE: DO NOT use excessive force when installing
any parts.

1. Hold the folded frame in the upright position (Fig. A).

2. Unfold the two (2) side frame pieces until you hear an
audible click from each of the push buttons (Fig. B).
Stand the walker in the upright position. Gently push
the side frame pieces towards the center to ensure the
push buttons have securely locked into place.




TWO BUTTON WALKER — WITHOUT WHEELS

NOTE: If you have purchased a two button walker with
5" wheels, please skip to the next section.

1. Insert one (1) leg into the end of one
of the side frame pieces (Fig. C).

2. Insert the leg by depressing the
brass push pin and sliding the leg
until it is securely in place. When the
leg is securely in place, the brass
push pin will click into place and
extend out of the locking hole.

3. Repeat this step for the remaining
three (3) legs.

TWO BUTTON WALKER — WITH 5" WHEELS

NOTE: If you have purchased a two button walker without
wheels, please read the previous section.

1. When installing the wheel legs on
your two button walker, you must
make sure they are installed on the
front two legs and the wheels are
facing outward (Fig. D).

2. Insert one (1) leg tip into the end

of one of the back legs of the side

frame (Fig. E). Insert the leg tip by
® depressing the brass push pin and
sliding it until it is securely in place.
When the leg tip is securely in place,
the brass push pin will click into
place and extend out of the locking
hole. Repeat this step for the other

leg tip.

3. Insert one (1) wheel leg into the end of one of the front legs
of the side frame (Fig. E). Insert the wheel leg by depressing
the brass push pin and sliding it until it is securely in place.
When the wheel leg is securely in place, the brass push pin
will audibly click into place and extend out of the locking
hole. Repeat this step for the other wheel leg.

4. Make sure the two (2) front wheels are on the outside of the
walker (Fig. D).

ADVERTENCIA: EL ANDADOR DEBE ESTAR NIVELADO
ANTES DE USARLO. TODOS LOS ACCESORIOS

PARA LAS PIERNAS DEBEN AJUSTARSE AL MISMO
AJUSTE PARA QUE LOS MARCOS LATERALES ESTEN
NIVELADOS.



ADJUSTING THE HEIGHT

Before this two button walker can be used, the handle
height will need to be adjusted to the user’s specific needs.
Once the walker has been opened, legs are installed and the
sides have been confirmed as locked into place, stand with
the middle of your feet even with the walker's back legs.

With arms relaxed at your side, the handle of the walker
should be at wrist height, or with your hands on the
hand-grips, your arms should be flexed 20° - 30°.
Depress the brass push pins and slide each leg until the
desired height is reached. Once the desired height has
been reached, lock the leg securely in place by sliding
the leg until the brass push pin clicks into place and
extends out of the locking hole. Repeat this step for
the other 3 legs. The lock holes have been numbered
to ensure all four legs match the same height.

To be sure the legs are securely locked into place,
gently push down on the hand grips or pull on each

of the legs.

CAUTION: Ensure that all four walker legs are adjusted to

the same height and that ALL brass push pins
are extended through the locking holes before
use.

WALKING WITH THE WALKER

1.

2.

Start with the middle of your feet even with the walker’s
back legs.

Holding on to the hand grips, pick the walker up and
place it in front of you at an arms length that feels
comfortable. Be sure all four legs return to the floor.
Carefully step forward with your weaker leg into the
middle of your walker followed by your stronger leg. This
will help keep weight off your weaker leg by using your
arms for added support.



FOLDING THE WALKER

This two button walker is designed to fold quickly and easily
for transportation and storage.

1. Standing behind the walker, press down and hold the
blue button on the right side with your left hand (Fig. G).

2. With your right hand, grab the right side rail and swing it
all the way towards the center of the walker (Fig. H).

3. Repeat steps 1 & 2 for the left side of the walker, until
completely folded (Fig. I).
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Press Down

Swing In

MAINTENANCE

To clean, use a mild soap and water solution, rinse with
clean water on a damp cloth, then dry with a soft cloth.
Ensure that the walker is thoroughly dried before using.
NEVER use organic solvents, abrasive cleaners or
scouring pads on any part of the walker.

Check all the parts and movable connections before each
use to ensure that the walker is safe to use. If deemed
unsafe, immediately discontinue use and replace any or
all parts in question.

Check the rubber tips on the height adjustable

legs for rips, wear or if they are missing.

Immediately discontinue use and replace any

or all parts if any of these imperfections exist.

To ensure the best service from your product,

always use ProBasics® replacement parts.

Contact your authorized dealer for more

information.

A WARNINGS

e DO NOT ATTEMPT TO ADJUST OR OPERATE THIS
WALKER WITHOUT READING ALL INSTRUCTIONS
CAREFULLY.
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e Maximum weight capacity: 300 Ib/136 kg (WKAAN2B,
WKAAW2B, WKAJN2B, WKAJW2B); 350 Ib/159 kg
(WKSAN2B, WKSAW2B, WKSJN2B, WKSJW2B)

* Make sure your walker is adjusted to your correct height.

e DO NOT stand on walker.

¢ Inspect all parts for shipping damage before assembly.
If there is shipping damage — DO NOT USE. Contact
dealer/carrier for further instructions.

e This product should not be used without instruction from
a healthcare professional.

e Do not use this walker in pools, showers or other water
environments, as this could result in corrosion of parts
that result in damage to the walker and possible injury
to the user.

e Always avoid unsafe walker conditions, such as
soft, slippery or moving surfaces, uneven paths and
obstacles.

e Do not exceed the maximum weight capacity intended
for this product.

e If you are transferring to or from a wheelchair to
use this product, be sure the wheelchair wheels are
securely locked.

e This walker is not intended for use on stairs.

¢ Do not push one side of the walker ahead and then
other side without lifting the walker first.

e This walker is NOT equipped with rear wheel brakes.
DO NOT install the optional 5” wheels on the back legs.

e Optional 5" wheels MUST be installed on the front legs
only, with the wheels facing the outside of the walker.

e Make sure that the brass push buttons on all the parts
are fully protruding through the locking holes. This will
ensure that all connections are locked in position.

e Check the rubber tips on the height adjustable legs for
rips, wear or if they are missing. Immediately replace any
or all if any of these imperfections exist.

e Accessories designed by other manufacturers have not
been tested by Compass Health Brands and are not
recommended for use with this product.

e DO NOT use the hand grips to fully support the user’s
body weight.

e Users with limited physical capabilities should be
supervised or assisted when using the walker.

e Compass Health Brands assumes no responsibility for
any damage or injury caused by improper installation,
assembly or use of this product.

FAILURE TO FOLLOW THE

ABOVE INSTRUCTIONS MAY RESULT
IN SERIOUS INJURIES. 7



Andador de
dos Botones
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Felicidades por la compra de un andador de dos botones
de calidad de ProBasics®. Nuestros andadores de dos
botones son ligeros y préacticos para proporcionarle
estabilidad y equilibrio en sus actividades diarias.
Asegurese de leer estas instrucciones y advertencias
detenidamente, y siga las instrucciones de su profesional
de la salud para maximizar los beneficios del andador y su
seguridad.

NO INTENTE AJUSTAR NI OPERAR
ESTE ANDADOR SIN LEER CON ATENCION
TODAS LAS INSTRUCCIONES.

INSTRUCCIONES DE

ENSAMBLAJE

Retire todo el embalaje que incluye cinta adhesiva, cartén
y plastico antes de su uso. Ordene todas las piezas y
asegUrese de inspeccionarlas antes del ensamblaje. Si
falta alguna pieza o estd danada, NO intente ensamblar
el andador. Péngase en contacto con su distribuidor
inmediatamente.

NOTA: NO use fuerza excesiva al instalar cualquier parte.

1. Sostenga la estructura plegada en la posicién vertical.

2. Despliegue las dos (2) piezas laterales de la estructura
(Fig. A) hasta que escuche un sonido de “clic"
(Fig. B) en cada uno de los botones. Coloque el
andador en posicién vertical. Empuje suavemente las
piezas laterales de la estructura hacia el centro para
garantizar que los botones se hayan bloqueado de
forma segura en su lugar.




ANDADOR DE DOS BOTONES — SIN RUEDAS
NOTA: Si ha comprado un andador de dos botones con
ruedas de 5 in, pase a la siguiente seccion.

1.

o\

Inserte una (1) pata en el extremo
de una de las piezas laterales de la
estructura (Fig. C).

Inserte la pata presionando el botén
metalico y deslice la pata hasta

que esté firmemente en su lugar.
Cuando la pata esté en su lugar, el
botén metalico encajaré en su sitio y
sobresaldra por el orificio de bloqueo.
Repita este paso para las tres (3)
patas restantes.

ANDADOR DE DOS BOTONES — CON RUEDAS DE 5 IN
NOTA: Si ha comprado un andador de dos botones sin
ruedas, lea la seccién anterior.

1.

l Parte
¢ delantera ®

V4

Al instalar las patas con ruedas en

su andador de dos botones, debe
asegurarse de que estén instaladas en
las dos patas delanteras y que las ruedas
estén al exterior del andador (Fig. D).

. Inserte la (1) punta de la pata en el

extremo de una de las patas traseras de la
estructura lateral (Fig. E). Inserte la punta
de la pata presionando el botén metalico y
deslice hasta que la pata esté firmemente
en su lugar. Cuando la punta de la pata esté
firmemente en su lugar, el botén metélico
encajara en su sitio y sobresaldra por el
orificio de bloqueo. Repita este paso para
la otra punta de la pata.

3. Inserte una (1) pata con rueda en el extremo de una de las
patas delanteras de la estructura lateral (Fig. E). Inserte la
pata con rueda presionando el botén metalico y deslice
hasta que la pata esté firmemente en su lugar. Cuando
la pata con rueda esté firmemente en su lugar, el botén
metalico encajara en su sitio y sobresaldra por el orificio de
bloqueo. Repita este paso para la otra pata con rueda.

4. Asegurese de que las dos (2) ruedas delanteras estén
ubicadas en la parte exterior del andador. (Fig. D).

ADVERTENCIA: EL ANDADOR DEBE ESTAR NIVELADO
ANTES DE USARLO. TODOS LOS ACCESORIOS

PARA LAS PIERNAS DEBEN AJUSTARSE AL MISMO
AJUSTE PARA QUE LOS MARCOS LATERALES ESTEN

NIVELADOS.
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AJUSTE DE LA ALTURA

Antes de que este andador de dos botones pueda ser
utilizado, se debera ajustar la altura de la empufadura a las
necesidades especificas del usuario. Una vez que el andador
se haya abierto, las patas estén instaladas y los lados se hayan
bloqueado en su lugar, parese con la mitad de sus pies a la
misma altura que las patas traseras del andador.

Con los brazos relajados a los lados, la empuniadura del
andador debe estar a la altura de la mufieca. O con sus manos
en las empunaduras, sus brazos deben estar flexionados en un
angulo de 20° a 30°.

Presione los botones metalicos y deslice cada pata hasta
que se haya alcanzado la altura deseada. Una vez que

se haya alcanzado la altura deseada, bloquee la pata de
forma segura deslizéndola hasta que el botén metalico
encaje en su lugar y sobresalga del orificio de bloqueo.
Repita este paso para las otras tres patas. Los orificios de
bloqueo se han enumerado para garantizar que no queden
desalineados.

Para asegurarse de que las patas estén bloqueadas de
forma segura en su lugar, presione suavemente hacia
abajo las empufaduras o jale cada una de las patas.

PRECAUCION: Aseglirese de que las cuatro patas del

andador se fijen a la misma altura y que
TODOS los botones metélicos sobresalgan de
los orificios de bloqueo antes de su uso.

CAMINAR CON EL ANDADOR

1.

2.

Comience con la mitad de sus pies a la misma altura que
las patas traseras del andador.

Mientras sostiene el andador por las empufiaduras,
levéntelo y coléquelo delante de usted a la altura de los
brazos donde se sienta mas cémodo. Aseglrese de que
las cuatro patas vuelvan al suelo.

Con cuidado, dé un paso con la pierna mas débil hacia
la mitad de su andador seguido de su pierna mas fuerte.
Esto ayudara a quitar peso de la pierna mas débil

mediante el uso de sus brazos como mayor apoyo.
1



PLEGAR EL ANDADOR

Este andador de dos botones estéa disefiado para

doblarse de forma rapida y facil para el transporte y el

almacenamiento.

1. De pie detras del andador, mantenga presionado el
botén azul del lado derecho con la mano izquierda
(Fig. G).

2. Con la mano derecha, agarre la barra del lado derecho
y llévela hacia el centro del andador (Fig. H).

3. Repita para el lado izquierdo. Mantenga presionado el
botén azul del lado izquierdo con la mano derecha

4. Con la mano izquierda, agarre el barra del lado
izquierdo y llévela hacia el centro del andador.

@ Presione @ ®
g
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Mueva

MANTENIMIENTO

e Para limpiar, utilice una solucién suave de aguay jabédn,
enjuague con agua limpia en un pafio himedo y seque
con un pafio suave.

e Asegurese de que el andador ha sido bien lavado y
secado antes de usar.

e NUNCA utilice disolventes organicos, limpiadores
abrasivos o esponjas sobre ninguna parte del andador.

e Compruebe todas las partes y conexiones méviles antes
de cada uso para asegurarse de que el andador sea
seguro de usar. Si se consideran inseguro, deje de usarlo
inmediatamente y cambie todas o cualquiera de las partes en
cuestion.

e Revise las puntas de goma de las patas regulables
para verificar que no hayan sufrido rasgaduras
o desgaste, o si se han perdido. Deje de usarlo
inmediatamente y cambie cualquiera o todas las
partes en caso de que existan estas imperfecciones.

e Para garantizar el mejor servicio de su producto,
siempre utilice piezas de repuesto ProBasics®.
Comuniquese con su proveedor autorizado para
obtener mas informacion.

A ADVERTENCIAS

* NO INTENTE AJUSTAR NI OPERAR ESTE
ANDADOR SIN LEER CON ATENCION TODAS LAS
INSTRUCCIONES.
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